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Introducing the
Box Lift
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Type of Lift Traction goods lift for public
and commercial environments

Safety

Landing
Controls

Emergency stop button (cabin
& landing)
Fluorescent shaft lighting
Cabin alarm button and key switch
Light curtain system

Call & send function at landings
Constant pressure in cabin (key control)

Useage Goods with attendant

Gartec Box Goods Lift with
through car & picket gate

Freestanding
structure

or own shaft

No machine
room - all in

top unit

Swing, picket gate
or shutter gate
door options

100mm pit
or ramp

Call and send
from landings
as standard

T E C H N I C A L

Environment

Rated Speed

Internal only

0.15m/s 

Drive System Geared traction chain drive
system w/ brake & VVVF drive

Power Req.

Doors

3 phase, 380V / 400V / 415V

Manual single or double hinged
landing doors in RAL 9005
Optional picket or shutter gate

Travel

No. of Floors 2 - 4

350mm - 9,000 mm

Pit / Ramp 100mm (pit or ramp)

Configuration Single or through car

Compliance EN81-41
ISO 9001:2008
EN81-58
Machinery Directive
Building Regulations Part M

Shaft Freestanding modular
structure in RAL 9005
or own shaft

Capacity 500 - 2,000kg

Cabin Built in steel plate in
RAL 7032 (Beige)

G O O D S   O N L Y

Type of Lift Traction goods lift for public
and commercial environments

Safety

Landing
Controls

Emergency stop button at landing
Fluorescent shaft lighting

Single touch operation
Call & send function at landings

Useage Goods only lift

www.gartec.com 1

The Gartec Box lift is ideal as a goods only
or goods with attendant lift, using a reliable,

low maintenance, efficient traction drive system.

Ideal for pallets, trolleys, large goods & equipment,
the Box Lift can carry up to 2,000kg. The call & send

function and advanced safety and protective
features are ideal for warehouse use.



Box Lift
Options & Additions

01296 3971002

Options and features
to tailor your Box Lift
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2 hour fire resistant single or
double leaf swing doors with
windows at the landings.

Finished as standard in epoxy
RAL 9005 (black), or optional
Stainless Steel grade 314 or 316

Single / Double Leaf Doors

Standard

Manual Folding Shutter Gate

Add a manual folding shutter
gate to the landing door.

2 hour fire resistant.

Manual Folding Picket Gate

A manual folding picket gate for
the inner cabin door. Available
with electrical interlock.

Both models come as standard
with no inner cabin door.
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Stainless Steel Cabin Rail

Fitted to internal cabin controls for
safety when travelling with goods.

Option to paint in any RAL colour.R
 A

 I 
L

 S

Kick Plates and Buffer Rails

Fitted to the lower or middle of
the cabin wall for protection.

Choose from dark wood,
stainless steel, or PVC in your
choice of RAL colour.RAL

SPECIAL

WOOD
EFFECT

STAINLESS
STEEL

RAL
SPECIAL
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Fluorescent Bar Light

Fluorescent bar light fitted to the
inside roof of the cabin for safety.Standard

LED Spot Lights

Energy efficient LED lighting
option for inside the cabin roof.

Light Timer

Set the cabin lighting to switch off
after a selected period of time.

3hr Emergency Light

A battery powered light positioned
in the cabin for safety.

Cabin Flooring

Floor in steel plate, finished
in RAL7032 as standard. 

Choose from aluminium
checkerplate, steel checker
plate, or rubber flooring in
your choice of RAL colour.
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RAL
SPECIAL

STEEL
CHECKERPLATE

ALUMINIUM
CHECKERPLATE

RAL 7032
BEIGE

Standard

Cabin Voice Synthesizer

An audible indicator informing
passengers of position and arrival.
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Bespoke Cabin Control

Cabin control panel with logo, lift
reference and/or phone instructions.

Standard on attendant: floor buttons,
alarm, key switch & emergency stop. 

Bespoke Landing Control

Create a landing control panel with
logo, 3" LCD display and/or keypad.

Standard on both models with
emergency stop and LED buttons.

Cabin Control Button Options

Choose Dewhurst 'M10' or vandal
resistant 'US91 Cat. 1' buttons.

Ramped Entry
Choose from a 100mm pit as
standard, or 100mm ramp at
the lowest floor level.

Available in Metal Sheet in
RAL 7032 (Beige) or Aluminium
Checkerplate.
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Auto-Lowering Function

When switched on, the lift travels
to a selected evacuation floor in
an emergency.

2 or 3 Position Key Switch

Restrict use of the lift to those
with keys. To press the floor
selection buttons, the key must
be inserted and turned.
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 Ladder

Optional ladder with supports to
access to rescue hatch.

Guide Length

Opt for shorter 2.5m long guides
instead of 5m.

C
 O

 M
 M

 U
 N

 I 
C

A
 T

 I
 O

 N

Alarm Push Button

An audible alarm fitted to the pit or top
of car. Can connect to a fire system.

Autodialler

Integrated in the cabin control panel.
Rings a set of pre-entered numbers.
Available with inductive loop.

Telephone Module

Attached to the cabin, used like a
normal phone for emergency use.

Intercom

Communication option between the
cabin and landing control panels.
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www.gartec.com

01296 397100

sales@gartec.com
Gartec is an
Aritco Group

Company

As the UK's market
leaders in platform lifts,

Gartec have over 25 years'
experience in a huge range of

projects, environments & locations.

Providing planning support & design
work, installation, maintenance, servicing
and spare parts, Gartec offer a complete

lifetime solution for commercial access needs.

Unit 6, Midshires Business Pk,
Smeaton Close,
Aylesbury,
Buckinghamshire,
HP19 8HL

1000 x 1480mm
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Shaft Width: Cabin Width +470mm

Structure Width: Cabin Width +404mm

Cabin Width
1,000 - 2,000mm

(100mm increments)
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Lift Cabin Width

Lift Cabin Depth

Lift Cabin Height

Structure Width

Structure Depth

Shaft Width

Shaft Depth

Top Height

1,000 - 2,000mm (100mm increments)

1,000 - 2,000mm (100mm increments)

1,800mm / 1,900mm / 2,000mm /
2,100mm / 2,200mm

Cabin Width + 404mm

Cabin Depth + 470mm

Cabin Width + 120mm

Cabin Depth + 180mm

Lift Cabin Height + 700mm
(+750 on attendant model)

D I M E N S I O N S

Picket Gate (cabin door)
Cabin depth reduces by 200mm
Cabin width reduces by 195 - 315mm

Shutter Gate (landing door)
Cabin depth reduces by 150mm
Cabin width reduces by 195 - 250mm


